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A Low-Voltage Low-Power Fully-Integratable 
Front-End for Hearing Instruments 

Wouter A. Serdijn, Albert C. van der Woerd, Jan Davidse, and Arthur H. M. van Roermund 

Abstiuct-In this paper, the front-end of a universally applica- 
ble analog integrated circuit for hearing instruments is presented. 
This IC comprises the following functions: a microphone pream- 
plifier, a pickup-coil preamplifier, a second-order high-pass filter 
and a. second-order low-pass filter, both with a controllable cutoff 
frequency, and an input-controlled automatic gain control with 
an adjustable knee level. By applying a compression/expansion 
system and operating all the circuits in the current domain 
as much as possible, all these functions can be implemented 
in a single IC, without the need for external components. The 
test chip demonstrates operation down to 1.05 V and a current 
consumption between 120 and 175 PA. The full-custom chip area 
in a 2.5pm BiCMOS process (using only vertical NPN’s and 
lateral PNP’s) amounts to 2.4 mm’. 

I. INTRODUCTION 

M ORE AND MORE people have great difficulty in 
understanding speech in surroundings with background 

noise and/or reverberation. It is estimated that in the industri- 
alized countries about 10% of all people suffer from hearing 
impairment [l]. Among them is a large number of elderly 
people; 42% is older than 65. Apart from these people, also 
people on the work floor run the risk of becoming subject 
to severe hearing damage: 45% of the hearing impaired is 
between 25 and 45 years old. Younger people may become 
hard of hearing, as a direct result of listening to their favorite 
music or playing in their own band. And as if all that is not 
enough, also the ears of babies and little children are in danger 
from noisy toys. 

All these people may become easily isolated by the lack of 
communication with other people in their immediate surround- 
ings. This is particularly true in situations such as informal 
get-togethers, parties, meetings, cafes, and playgrounds. 

Hearing impairment may be due to various causes, either 
external or pathological, but is frequently the result of the 
aging of the auditory organ itself [2]. This often entails both 
the attenuation and the distortion of sounds [3]. It is the 
distortion of sounds especially that results in a worse speech 
intelligibility in noisy surroundings. 

In the past, various devices have been invented to assist 
those with impaired hearing. Until 1900, they were often 
shaped as a tapered horn. In the horn, the sound energy at 
the large opening is concentrated towards a small opening on 
the side of the ear. After the turn of the century, the first com- 
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mercially available electrical hearing aids were introduced [4]. 
Initially, they only consisted of a microphone, a telephone, and 
a bulky battery. Amplification was achi’eved in the transduction 
process from acoustic to electrical fsignals in the carbon- 
microphone. These early hearing aids were of poor quality 
and provided limited gain. A major turning point came with 
the invention of electron tubes, the first active components, 
and the development of practical electronic amplifiers [5]. 

When the transistor was invented, smaller apparatus could 
be developed. At the end of the fifties, the first hearing 
instruments of the behind-the-ear type appeared. These had 
an enormous advantage over all the earlier types: They could 
be worn almost invisibly. Some types were also supplied with 
a pick-up coil for listening via an induction-loop system, as 
used in, e.g., churches, theaters, and other public buildings. 

In the eighties, hearing instruments that could be worn inside 
the ear appeared. Apart from the cosmetic effect, their main 
advantages are the small size, and the natural placement of 
the microphone, which enables directional hearing. With the 
progress in IC technology other features became possible. 
Today there are remote-controlled, digitally programmable, 
and self-adapting apparatus. 

It must be noted that amplification alone is often insufficient, 
because not only the desired sound but also the noise is 
amplified. ‘In this case, some improvement of the speech 
intelligibility can be obtained by applying signal processing 
in the frequency or time domain [6]. For this reason, many 
types of today’s hearing instruments are equipped with fil- 
ters, gain controls (whether automatic or not), limiters or a 
compression/expansion circuitry [7]. 

Since 1990, our project group “Low-Voltage Low-Power 
Electronics” of the Electronics Research Laboratory has been 
engaged in the research and development of universally ap- 
plicable analog integrated circuits for hearing instruments. 
This project is being carried out in close cooperation with 
an industrial partner. The functions to be incorporated are 
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a microphone preamplifier 
a pickup-coil preamplifier 
a high-pass filter with adjustable cutoff frequency 
a low-pass filter .with adjustable cutoff frequency 
an input-controlled automatic gain control (AGC-I) with 
adjustable knee level 
an output-controlled automatic gain control (AGC-0) 
with adjustable knee level 
a volume control 
a maximum-gain control 
a gain-tolerance control 
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l a power amplifier 
l a -30 dB output, used for driving external power ampli- 

fiers in so-called super-power hearing aids 
l a microphone supply 
The organization of the paper is as follows. After description 

of the system specifications in Section II, the system setup is 
discussed in Section III. The front-end of the system consists 
of the following elementary building blocks: Three filters, a 
controlled microphone preamplifier, an envelope processor, an 
expander and a pickup-coil preamplifier. These are treated in 
Sections IV-VIII. The other parts (forming the rear-end of a 
hearing instrument) are not discussed in this paper. The semi- 
custom realization and its measurement results are the subject 
of Section IX. After a brief glance at a full custom realization 
in Section X, the conclusions are given in Section XI. 

II. SPECIFICATIONS 

The integrated circuitry of the front-end had to fulfill the 
following requirements: 

A. General Parameters 

l chip area: preferably less than 5 mm2 
l supply voltage: 1.1-1.6 V 
l supply impedance: O-100 R 
. current consumption: preferably less than 300 PA 
l temperature range: 10-45’C 
l preferably no external components 

B. Audio Parameters 

1. Output signal: The interface between the front-end and 
the rear-end of the hearing instrument is a signal current of 
maximally 5 PA (peak value). 

2. Bandwidth and distortion: 
l bandwidth: at least from 150 Hz to 8 kHz (-3 dB) 
l distortion: <7% when input signal is between 14 and 28 

mVrms and <2% when input signal is less than 14 mVrms 
3. Microphone preamplijer: 
l source impedance: 4.4 kR in series with 33 nF 
l input impedance: 50 kR 
l input referred noise of total hearing instrument: 

a> max 2 PV,,, A-weighted when gain is between 
max. gain and 26 dB below max gain 

b) 10 ~Vrms A-weighted when gain is 40 dB below 
max gain is tolerable 

l max. input signal: 
a> 28 mVrms unweighted for frequencies higher than 

50 Hz. 
b) 56 mVrms unweighted for frequencies lower than 

50 Hz. 
4. Pickup-coil preamplifier: 
l transimpedance amplifier,’ gain adjustable from 6-60 k0 

with an external resistor 
‘Although the output voltage of the pickup coil is proportional to the 

magnetic flux, the linearity of the transfer is not essentially different when 
using either voltage or current sensing. In the latter case, however, the transfer 
also depends on the coil impedance. Together with a coupling capacitor this 
leads to a second-order low-frequency roll-off, which can improve the speech 
intelligibility. For this reason current sensing is used here. 

l load is the input impedance of the microphone preampli- 
fier 

l max. output voltage: 24 mVrms 
l source impedance: L in series with R, L between 500 and 

900 mH, R = 2 kR 
l output impedance: about 4 kQ in correspondence with 

the microphone impedance 
l output noise: <lO pV,,, flat between 100 Hz and 10 kHz 
. max. current consumption: <30 PA 
5. High-Pass Jilter: 
l order: 2 
l cutoff frequency: 100-1600 Hz (linearly adjustable in 

octaves) 
l stop-band attenuation: >40 dB 
6. Low-Pass jilter: 
l order: 2 
l cutoff frequency: 1.6-8 kHz (linearly adjustable in oc- 

taves) 
l stop-band attenuation: >30 dB 
7. AGC-I: 
l attack time: <5 ms 
l release time: 80 ms 
l knee level: 60 ,uV,,,-28 mVrms (linearly adjustable in 

dB’s) 
l compression ratio above knee level: 2 

III. A COMPRESSION/EXPANSION SYSTEM 

From the input-referred noise and the maximum input 
signal, it follows that the dynamic range of the total hearing 
instrument must be at least 28 mV/2 I.LV = 83 dB. This 
requires of all the circuits in the signal path that their dynamic 
range is at least more than this 83 dB. Due to the limited 
supply voltage, this is a problem especially in circuits that 
have a voltage as the information-carrying quantity somewhere 
inside, such as filters [8]. We thus can expect that the design 
of filters with more than 83-dB dynamic range is the hardest 
part of the total design. 

In [9], a controllable second-order high-pass filter has been 
presented that, with some minor modifications, could be ap- 
plicable in this design. However, for a 83-dB dynamic range, 
instead of 50 dB, this would require a total capacitance of 
36 nF, which is unacceptable in a fully-integrated realization. 
For the above reasons, a compression/expansion solution has 
been chosen. The key idea is that, in order to fulfill the 
dynamic range requirements of the total circuit, the signal 
must be compressed before it is passed to the “noisy” filters. 
Afterwards, the signal is expanded again to restore the original 
input-output relation. Thus, the noise is always masked by 
the signal, leading to a virtually higher dynamic range. As 
the total circuit already contains a compressor (AGC-I) only 
one additional expander is needed. The operation of the total 
compression/expansion system is as follows. The compressor 
compresses the input signal when it becomes larger than a 
fixed reference level. ,This reference level corresponds with the 
lowest knee level of the AGC-I (60 pV,,,). In the compressor 
also a control signal is generated that contains information 
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Fig. 2. Block diagram of the front-end. 
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Fig. 1. Transfer as function of the input signal of the compressor, the 
expander, and the complete system. 

about the magnitude of the input signal. This signal controls 
the gain of the controlled amplifier in the compressor but 
can also be used to control the gain of the expander. In the 
expander the control signal is compared with the knee level. 
If the input signal is smaller than the knee level the expander 
will expand; the input-output relation becomes linear again. If 
the input signal is larger than the knee level the expander must 
no longer be controlled by the control signal; the input-output 
relation remains compressed. Note that in this system the knee 
level thus is set by the expander and not by the compressor. 
See Fig. 1. 

Another point of concern is offset. In bipolar integrated cir- 
cuits offset occurs as a product of base currents and mismatch 
between the various components. For this reason the second- 
order high-pass-filter function is realized by means of two 
first-order high-pass filters in cascade. These two filters can 
be inserted at places where the offset may become critical and 
thus they act as offset filters. Of course, when used in this way, 
the poles of the high-pass filter function cannot be complex. 
However, this is no problem in this application. 

As discussed in [ 111, a compressor consists of three parts: a 
controlled amplifier, a comparator and an integrator. Instead of 
using a microphone preamplifier with a fixed transfer followed 
by a controlled amplifier, it& is also possible to provide the 
microphone preamplifier with a controlled output. This reduces 
the complexity of the total circuit. The remaining circuitry of 
the compressor, viz. the comparator and the integrator, are 
called from now on the envelope processor. 

During the design process, it also appeared that too much 
offset could be expected to originate from the microphone 
preamplifier. For the high-pass filter this does not pose a 

I I ” 

Fig. 3. A first-order high-pass leap frog filter operating in the current 
domain. 

problem as it acts as an offset filter itself. However, for the 
envelope l?rocessor, the offset leads to uncertainty in the value 
of the knee level. Therefore an additional offset filter has been 
placed between the microphone preamplifier and the envelope 
processor. 

The resulting block diagram is depicted in Fig. 2. As this 
is a typical low-voltage low-power analog integrated circuit, 
current has been chosen as the infomlation-carrying quantity 
wherever possible [12]. The interface between the various 
circuits is thus performed by currents. 

IV. THE FILTERS 

As has been mentioned earlier, it is to be expected that the 
filters set an upper limit to the dynamic range of the total 
hearing instrument. We therefore discuss them first. 

A. The Two First-Order High-Pass Filters 

The starting point of our discussion is a first-order high- 
pass leapfrog filter operating in the current domain [9], ‘as 
depicted in Fig. 3. The filter consists of an integrator (because 
of its frequency stability) and a current mirror with multiple 
outputs. The input-output relation H(f) is given by 

-. 1 -- H(f) = ; = 1 + ;f,,jf 

in which fC equals the cutoff frequency of the filter. 
For the integrator we have taken a capacitance- 

transconductance amplifier with enlarged voltage swing 
[8]. See Fig. 4. This integrator realizes the transfer function 

HI= 
n 

32rfR1(1-&)C 

with Av = -Rz/Rl. 
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Fig. 4. Signal path of the integrator. 

The scaling factor 7~ sets the cutoff frequency fc of the filter. 
Combining (1) and (2), we find that n must satisfy 

n = 2rf,Rr(l - Av)C. (3) 

The noise performance of the integrator can be optimized 
by varying the collector current of the first stage QA resulting 
in an optimal collector current 

IC,Qa,opt = 
VT 

&:/BF + l/4r2BF(1 - Av)2C2fif2 
(4) 

fi and f2 being the lowest and highest frequency of the audio 
bandwidth, respectively. 

The maximum output current i,,,,, of the integrator can 
be determined from the maximum input voltage V&,,,. With 
(3), it follows that 

i - K,maxn/Rl'= K,maJ~fc,min(l -Av)C o,max - (5) 

fc,min being the minimal cutoff frequency of the filter. 
The tuning of the filter is done by varying the factor n 

which equals the collector current of &a, Ic,Q2 divided by the 
collector current of Qi, IC,Q1. With (3), it follows: 

IC>QI = ICc,Qz/n = Ic,~~/2~fcR1(1 - Av)C. (6) 

Only a proper choice for the resistors Ri and R2 remains. 
Therefore, we look at the efficiency of the integrator. In view 
of the power efficiency n is best chosen larger than one for 
all cutoff frequencies possible. With (3), it follows that 

and thus 

n = 2rf,R1(1 - AV)C > 1 V’fc (7) 

With fc,min = 100 Hz, C = 400 pF and Av = -5 this results 
in: RI > 660 kR and R2 = -AvRl> 3.3 MR. These are very 
large values for an IC. Apart from this the noise behavior 
is seriously degraded by such a large RI. A compromise 
therefore has been adopted: RI = 40 k0 and R2 = 200 k0. 

Fig. 5. Circuit diagram of the high-pass filter. 

0, 0, 

T 
ii 

Fig. 6. The high-pass filter including its biasing scheme. 

When we combine the integrator with a current mirror 
according to the block diagram shown in Fig. 3, we have com- 
pleted the signal path of the filter. See Fig. 5. The adjustable 
scaling factor TX, which determines the cutoff frequency of the 
filter, is obtained by means of an adjustable voltage source 
VFH 

n = e-V~HIVT (9) 

With (3), it follows: 

fc= n 
e-VFHIvT 

2rR1(1 - AV)C = 27rR1(1- Av)C’ (10) 

This exponential relation between VFHand the cutoff fre- 
quency means that when VFH varies linearly the cutoff fre- 
quency varies in octaves. If VFH is made proportional to 
the absolute temperature @‘TAT) the cutoff frequency also 
becomes independent of the temperature. 

The complete filter, including its biasing scheme, is depicted 
in Fig. 6. 

All the necessary bias currents are delivered by one PTAT 
current source with multiple outputs. The voltage VFH origi- 
nates from another circuit. This circuit is not discussed here. 
Transistors Qn through QH provide the collector current of 
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Fig. 7. A second-order low-pass Butterworth leapfrog filter operating 
current domain. 
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Fig. 8. Circuit diagram of the integrator. 

Qs. The terminals Vp, V, and VT all are connected with the 
FTAT current source and are used for the biasing of the other 
circuits. Capacitor Cx increases the phase margin of the shunt 
stage to avoid instability. 

B. The Second-Order Low-Pass Filter 

The starting point is the second-order low-pass leapfrog 
filter as depicted in Fig. 7. This filter operates in the current 
domain, consists of two integrators, two current mirrors with 
multiple outputs and an ordinary current mirror. The third 
output of the right mirror equals twice the (inverted) input, to 
obtain a zero-loss passband transfer. The input-output relation 
Hf of the filter is given by 

H,,i-, -1 
ii j2f2/f,” + Mf lfc + 1 (11) 

in which fc equals the cutoff frequency of the filter. Note 
that for every fc the filter response is maximally flat (i.e., a 
Butterwortb characteristic). 

For the integrator, we have taken a capacitance- 
transconductance amplifier [9]. See Fig. 8. This integrator 
realizes the transfer function 

HI=. n 
32rfRC’ 

The scaling factor n sets the cutoff frequency fc of the filter. 
Combining (11) and (12), we find that n must satisfy 

n = rfifcRC. (13) 

The noise performance of the integrator can be optimized 
by varying the collector current of the first stage QA yielding 
an optimal collector current 

VT 

rCIQa’opt = JR2/BF -t 1/47T2BFc2 fl f2 ’ (14) 

The maximum output current i,,,, of the integrator can be 
determined from the maximum input voltage, I&,,,,. With 
(13), it follows that 

i,,,, = vC,maxn/R = vc,maxdfc,minC (1% 

fc,min being the minimal cutoff frequency of the filter. 
The tuning of the filter is done by varying the factor n. 

With (13), it follows 

k,Ql = IC,Qz/n = Ic,c&/“fifcRC. (16) 

Only a proper choice for the resistor R remains. For that, we 
look at the efficiency of the integrator. Again, n is best chosen 
to be larger than one for all possible cutoff frequencies. With 
(13), it follows that 

n = &fcRC > 1 Yfc (17) 

and thus 

(18) 

With fc,min = 100 Hz and C = 100 pF this results in 
R > 1.4 MG. This is a very large value for an IC. Apart 
from this, the noise behavior is seriously degraded by such 
a large value. A compromise therefore has been adopted: 
R = 140 kG. 

When we combine the two integrators with three current 
mirrors according to the block diagram shown in Fig. 7, 
we have completed the signal path of the filter. See Fig. 9. 
The adjustable scaling factor 7~, which determines the cutoff 
frequency of the filter, is obtained by means of an adjustable 
voltage source VFL 

n = e-vFLIvT (19) 

With (13), it follows: 

(20) 

This exponential relation between VFL and the cutoff fre- 
quency means that when VFL varies linearly the cutoff fre- 
quency varies in octaves. If I’,, is, made proportional to 
the absolute temperature (PTAT) the cutoff frequency also 
becomes independent of the temperature. 

The complete filter, including its biasing scheme, is depicted 
in Fig. 10. 

All the necessary currents are delivered by the PTAT current 
source with multiple outputs in the high-pass filter (terminal 
VP). The voltage VFL originates from another circuit. This 
circuit is not discussed here. Transistors Qn through &I 
provide the collector currents of QUA and Q~B. 

C. The Offset Filter 

The starting point for the design of the offset filter is the 
first-order high-pass leapfrog filter operating in the current 
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Fig. 9. Signal path of the low-pass filter 

I I I , r-i 

Fig. 10. The low-pass filter including its biasing scheme. 

fc 7 

i; 
$3 

current 
mirror io 

Fig. 11. A first-order high-pass leapfrog filter operating in the current 
domain. 

domain according to Fig. 3. See Fig. 11. The filter consists of 
an integrator (because of its frequency stability) and a current 
mirror with multiple outputs. The input-output relation H(f) 
is given by 

20 -1 
H(f) = z = 1+ fc/jf (21) 

in which fc equals the cutoff frequency of the filter. 
In order to keep the voltage across the (small) integrating 

capacitor in the integrator within bounds the filter is scaled 
with a scaling factor Q: [lo]. This gives the filter shown in 
Fig. 12. The current mirror provides two different outputs. One 
output equals the inverted input. The other equals l/o times 
the inverted input. This output is fed back to the integrator. 
Note that the transfer functions of both filters are the same. 

ar, if 

ii 
J3 

current Xi 
mirror 1 -OiO 

Fig. 12. A scaled first-order high-pass leapfrog filter operating in the current 
domain. 

Fig. 13. Circuit 

Ql Q2 

ii QA 

-+8 

C 

I R io 
diagram of the integrator. 

For the integrator, we have taken the circuit depicted in 
Fig. 13. This integrator realizes the transfer function 

HI= . 
1 

32rfRC (22) 

Combining (21) and (22), we find that Q must satisfy 

1 
a=m. (23) 

As the offset filter is not part of the signal path of the 
total front-end, its noise performance is of minor importance. 
For this reason, the collector current of the first stage of 
the integrator is not optimized with respect to the noise 
contribution of the integrator, but with respect to its influence 
on the offset Current at the output of the total filter, IC,Qa 

therefore simply equals the sum of the base currents of &I 
and Q2. 

The maximum output current &,,A of the integrator can be 
determined from the maximum input voltage, VC,,,,. With 
(22), it follows that 

i - k,nmlR. o,max - (24) 

This determines the value of R. 
When we combine the integrator with a current mirror 

according to the block diagram shown in Fig. 12, we have 
completed the signal path of the filter. See Fig. 14. The scaling 
factor l/a: is obtained by means of a fixed voltage source VX 
in series with the emitter of the scaled transistor 

(y = eVX/VT (25) 

With (23), it follows: 

f,=L= 
e-vxIvT 

27raRC 27rRC ’ (26) 

If VX is proportional to the absolute temperature (PTAT) the 
cutoff frequency also is independent of the temperature. 
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ii 

Fig. 14. Signal path of the offset filter. 

The complete filter, including its biasing scheme, is depicted 
in Fig. 15. 

To reduce the offset current at the output of the filter, the 
correct values of the collector currents of Qr and Q2 are 
provided by a dummy version of the integrator and transistors 
QB through QE. The operation is as follows. The output 
current of the dummy integrator is compared with a bias 
current coming from the PTAT current source with multiple 
outputs (terminal VP). The error signal is amplified by QB - -. 
through QE and fed back to the input of the dummy integrator. 
As the absolute value of the loop gain is much larger than one, 
the error signal is nullified; the dummy integrator is biased 
correctly. As the collector current of Qo equals the collector 
current of QE and the integrators are identical (for dc), the 
integrator also is biased correctly. 

The voltage source Vx is realized by means of a resistor 
R3 through which flows a current. This current also originates 
from the PTAT current source (terminal VT). The capacitor 
Cx, prevents instability of the dummy integrator. 

As the absolute value of the offset-filter output signal is to be 
compared with a reference level-this is done in the envelope 
processor-the output signal is fed through a rectifier before 
it is fed to the envelope processor. 

V. THE CONTROLLED MICROPHONE PREAMPLIFIER 

The next step in the design of the hearing-instrument front- 
end is the design of the controlled microphone preamplifier. 
As this circuit is the first in the total signal path, its noise 
performance is of major importance. It deserves, therefore, 
special attention. 

There are three possibilities of realizing an amplifier with a 
50-kR input impedance. We can choose a current amplifier 
with a 50-kR resistor in series with its input terminals. 
Although this is an easy solution, it is not applicable here, 
because the noise contributed by this resistor would be too 
large. Another solution might be a transconductance amplifier 
with a 50-k0 resistor in parallel with its input terminals. 
However, this would turn out to be in conflict with a low 
current consumption. Probably the best solution is realizing 
the input impedance by means of a two-loop negative feedback 
amplifier [13], [14]. We have chosen for this solution. As the 

PTAT current sourcx OUQJU,S ,-- ---____.._--- ----------. 

I 9 

Fig. 15. The offset filter including its biasing ;scheme. 

ii “i Qi ‘03 Q2 

+ m n -E+F .I I, io ‘83 
R I .o 

Fig. 16. Basic configuration of an amplifier with a fixed input resistance 
and a current output. 

input of the first high-pass filter and Iof the offset filter is a 
current, we thus need an amplifier with a fixed input resistance 
and a current output. The basic configuration of this amplifier 
is depicted in Fig. 16. 

This type of amplifier can be considered as consisting of 
a combination of a transconductance amplifier and a current 
amplifier. The operation is as follows. The input voltage zli 
is transformed by resistor R, the op *amp and transistor Qr 
into a current ib = vi/R. Qs provides the output current 
b = nwi/R. Qs provides another mdirect output current 
2 ‘1 = mq/R, which is inverted by the current mirror and fed 
back to the input. As it = ‘ii we find for the input impedance 
Ri of the power-to-current converter 

Ri = vi/ii = R/m. (27) 

For the transfer function Ht of the preamplifier, we can 
write 

Ht = i,/vi = n/R. (28) 

From (27) and (28), we see that Ri and Ht can be chosen 
independently by means of the scaling factors m and n. 

Even if the op amp is noise-free the amplifier adds some 
noise to the signal. This noise contribution originates from the 
resistor R and transistors &I, Qz and Qa. Their noise sources 
can be shifted towards the input and summed in one noise 
voltage source w,,,~, with a power density spectrum S(w,,,J, 
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Fig. 17. A simple class-B scaling current mirror. 

in series with the signal source. We obtain 

S(Y,,,~) = 4kTR + R2 
( 

2qIc,Q1 + 9 

+ 2dC,Qs IzS I2 (29) 

Z’s being the source impedance (in this situation the 4.4-kR 
microphone resistance and the 33-nF coupling capacitor). 

With IC,Q1 = IC,Q2/n = IC,Qs/m this can be rewritten as 

S(V,,,~) = 4kTR + 2qIC,Q1 R2 + $ + T (30) 

From this expression, we see that R is best chosen to be 
as small as possible. However, if R < l/H,, IC,Q, becomes 
too large. This degrades the power efficiency. A compro- 
mise therefore has been adopted: R = 5 kR. For a 50-kR 
input impedance the scaling factor m thus must equal 0.1. 
Unfortunately, this increases the noise again. The problem 
has been overcome by realizing the scaling factor m not in 
the power-to-current amplifier but in the current mirror. The 
resulting scaling current mirror is realized in class-B. When 
there is little signal at the input its noise production is also 
small. A simple class-B scaling current mirror is depicted in 
Fig. 17. 

This class-B mirror consists of two ordinary current mirrors 
(QIA and QIB,QBA and Q~B) and a CB stage (Qs). If the 
incoming current i; is negative, all the current flows into the 
upper mirror; the CB stage and the lower mirror are off. If ii is 
positive, the current flows via the CB stage to the lower mirror; 
the upper mirror is off. At the output, both the positive and 
negative half of the input signal are added and the original 
signal is restored. 

We now return to the design of the total preamplifier. 
To here, the op amp has been considered to be noise-free. In 

practice, an op amp always contributes some noise. A possible 
implementation of the op amp is a single CE stage. The circuit 
diagram of the preamplifier becomes with this CE stage as 
depicted in Fig. 18. 

We can shift the two noise sources of the CE stage to- 
wards the input of the amplifier and transform them into one 
equivalent noise voltage source v,,,~ in series with the input 
terminals. In [8], it is found that the power density spectrum 
of this noise source equals 

S(%-J ) = S(wn) + S(i,)lZs + R12. (31) 

Fig. 18. Circuit diagram of the preamplifier. 

Fig. 19. The controllable microphone preamplifier including its biasing 
scheme. 

Following the same procedure as in the preceding section, 
an optimal collector current for the CE stage Ic,cQ,~~ can 
be found 

I C,CE,opt = (R + Rs)~IBF + 114.rr2B~C~.fh (32) 
VT 

Rs and Cs being the microphone resistance and the coupling 
capacitor value, respectively. With Rs = 4.4 kR, C,s = 
33 nF,BF = 100 and R = 5 kR this optimal current 
equals 28 PA. However, 5 PA is also acceptable in this 
design. This only slightly deteriorates the noise behavior of 
the preamplifier. In view of the power efficiency 5 PA is even 
better. 

The transfer of the preamplifier is made controllable by the 
scaling factor n. This scaling factor is realized by means of a 
controllable voltage source VC 

n = e-%/vT. (33) 

With (28) it follows: 

Ht = i,/vi = n/R = 
e-vcIvT 

R . (34) 

The complete preamplifier, including its biasing circuitry, 
is depicted in Fig. 19. 

As the preamplifier must have two controlled outputs-one 
to be connected with the first high-pass filter, the other with the 
offset filter-an extra output has been added. To reduce offset 
at both outputs, the amplifier is made almost symmetrical by 
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means of a dummy amplifier. The collector bias currents are 
delivered either by the current mirror with two outputs (above) 
or by the gm-compensated current mirror (below). The emitter 
resistors RE are used to improve the noise behavior of the 
total preamplifier. 

The resistor Rx in the class-B current mirror reduces the 
current consumption at high input levels. When the input 
signal is large, there is a large voltage drop over Rx and the 
scaling factor of the NPN part of the class-B current mirror 
decreases-the NPN mirror is, in fact, a gm-compensated 
mirror. Therefore, the input current, and thus the current 
consumption, decreases. 

The capacitor C camp prevents the microphone preamplifier 
from becoming unstable. 

VI. THE ENVELOPE PROCESSOR 

Together, the controlled microphone preamplifier and the 
envelope processor perform the AGC-I function. In [l I], 
it is shown that we have three possibilities of realizing 
an automatic gain control with a finite compression ratio: 
All three contain two controlled amplifiers. However, in the 
AGC variant with a controlled knee level-the third one-the 
demands that are made upon the controlled amplifier that 
controls the knee level can be much fewer. This reduces the 
circuit complexity and for this reason we have chosen this 
variant. See Fig. 20. 

The operation is as follows. The rectified.output signal EA is 
compared with a reference level Ek . If EA < Ek the integrator 
is charged- by quantity E,,,; Eint increases, resulting in a 
larger output signal. If EL > E& the integrator is discharged 
by Eatt - Erel (Eat, > E,,l!); Eint decreases, resulting in a 
smaller output signal. If m < 0, variations of the input signal 
thus always result in smaller variations of the output signal. 
In [ 1 l] we found that the compression ratio-the ratio of the 
variation of the input signal and the variation of the output 
signal, both in dBs--equals 1 - m. For a compression ratio of 
two, m thus equals - 1; the divider becomes an inverter. With 
(34), we find for the transfer function H, of the controlled 
amplifier 

H - 5 - e--Eint = e%/v~ 
IK 

(35) 

,The current-domain implementation of the envelope proces- 
sor is depicted in Fig. 21. Apart from Ei, all the quantities 
are represented by currents. The voltage follower generates a 
low-impedance version of the voltage across the capacitor C, 
to avoid interaction. 

For the release time tret. and the attack time &, it is found 
that 

2.6&C 
tre1 = ~ I (36) 

Id 

and 

t 
2.6&d’ 

att = I - Ire1 . 
(37) 

att 
Fig. 22 shows the circuit diagram of the envelope processor 

with ideal bias sources. 

Fig. 20. General block diagram of an AGC with C.R. = 1 - m  using a 
controlled knee level. 

Fig. 21. 

envelope processor 

Current domain implementation of the envelope processor. 

The controlled current amplifier has been realized by means 
of a scaling current mirror. The output current of the con- 
trolled microphone preamplifier is subtracted from I(. If the 
remainder is negative, Qs becomes nonconducting and the 
capacitor C is discharged by the current Watt - Iret. If the 
remainder is positive, Qs saturates and C is charged by Irel. 
The voltage follower is realized by means of transistors QA 
through QD. II, 12 and I, provide the collector currents of 
these transistors. 

The reference current IK corresponds with the lowest knee 
level of the AGC-I (60 I.LV. The actual knee level is set by 
the expander. 

Fig. 23 shows the circuit diagram of the total envelope 
processor including its bias circuitry. I’& realizes the current 
Is. All the other currents are derived from a gm-compensated 
current mirror with multiple outputs. The input current of 
this mirror originates from the PTAT current source (terminal 
vN>. 

VII. THE EXPANDER 

In Section III, we discussed the function of the expander, 
which is to expand the signal as long as the input signal of 
the microphone preamplifier is beneath the knee level of the 
AGC-I function; if the transfer function of the expander is pro- 
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Fig. 22. The envelope processor with ideal bias sources. 

Fig. 26. Basic configuration of the transimpedance amplifier. 

II! _-____---_-__-__________I It must be noted that the filters need not to be taken 
into account since they all possess a 0-dB transfer in the 
passband. The exponential relation between VK and the knee 

Fig. 23. Circuit diagram of the envelope processor including its bias cir- 
cuitry. 
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Fig. 24. Circuit diagram of the expander. 

portional to the inverse function of the controlled microphone 
preamplifier, then the total input-output relation becomes linear 
again. However, if the input signal is above the knee level the 
transfer of the expander is linear and the total system functions 
as a compressor with a compression factor of 2. 

This can be accomplished by a simple circuit, which is 
depicted in Fig. 24. 

level means that when VK varies linearly, the knee level 
varies in dB’s. If VK is made proportional to the absolute 
temperature (PTAT), the knee level also becomes independent 
of the temperature. 

The circuit diagram of the expander including its bias 
circuitry is depicted in Fig. 25. In order to reduce the offset 
current at the output, a dummy version of the collector current 
of Q3 is generated and subtracted from this collector current. 
The other collector currents are derived from the PTAT current 
source (terminal VP). The voltage source VK originates from 
another circuit. This circuit is not discussed here. 

VIII. THE PICKUP-COIL PREAMPLIHER 

Its operation is as follows. If VC < VK the base-emitter 
voltage of QZ is smaller than the base-emitter voltage of &I, 
and the transfer is determined by &I, Q3 and VC only. In 
formula 

H e = f$++,Vc<VK. (3% 

If Vc > VK the base-emitter voltage of QZ is larger than 
the base-emitter voltage of &I, the transfer is determined by 
Q2, Q3 and VK only, or 

Finally the design of the pickup-coil preamplifier: A tran- 
simpedance amplifier with a gain which is to be adjustable 
from 6-60 kS1 by an external resistor. Its output is connected to 
a switch which passes either this signal-in the T position-or 
the microphone signal-in the M position-to the input 
of the microphone preamplifier. For this reason, the output 
impedance of the pickup-coil preamplifier must approximately 
equal the microphone impedance (4 kR). 

The basic configuration of a transimpedance amplifier [13] 
is depicted in Fig. 26. The additional resistor Ro has been 
inserted to obtain the desired output impedance. 

H, = eVKfVT,Vc>Vjy. For the ideal transfer A,,, we can write 

Af -R. ,cw = (42) 

. A possible implementation of the op amp might be a short 
circuit. This results in a shunt stage. However, the loop gain 
of this one-transistor transimpedance amplifier is too small, 

If Vi is the same control voltage that is generated in the 
envelope processor and that is used to control the microphone 
preamplifier, the input-output relation Hfronteend of the total 
front-end satisfies 

Hfront-end = &He = l/R, VC < VK (40) which causes inaccuracy, distortion or a poor power efficiency. 
\ evK-vclvT IR. , --I VP > VW. (41) v . . \ -I We thus need more amplifying stages in the signal path. A 

Fig. 25. The expander including its bias circuitry. 
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ijO 

Fig. 27. A four-transistor transimpedance amplifier. 

practical solution is given in Fig. 27. The circuit consists of 
two CE stages in cascade and a current mirror, the low-voltage 
counterpart of a CB stage [8]. The noise behavior of this 
amplifier is determined mainly by the noise coming from the 
first stage QA and the resistor R. With regard to the noise 
contribution of the first stage, an optimal collector current 
can be found, which, unfortunately, becomes too large with 
regard to the power efficiency. A compromise therefore has 
been adopted: 10 PA. 

The collector current of the three other transistors depends 
on the output capability of the amplifier. 10 /IA is a very 
convenient value. 

Analyzing the high-frequency behavior of this amplifier 
we find that the closed loop contains three dominant poles, 
which cause the circuit to oscillate. However, this problem 
can easily be overcome by adding one additional transistor 
connected between input and output. See Fig. 28. We now 
obtain a multipath structure [15]. Its operation is as follows. 
At low frequencies the loop gain is delivered by the parallel 
connection of the four-transistor amplifier and the multipath 
transistor and, as the gain of the four-transistor amplifier is 
much larger, thus mainly determined by this one. At higher 
frequencies the multipath transistor takes over, because its 
dominant pole lies at a much higher frequency than the 
dominant poles of the four-transistor amplifier. Therefore, the 
phase margin can be as high as 90”. The capacitor Cx has 
been inserted to ensure that the dominant poles of the four- 
transistor amplifier indeed lie at a much lower frequency than 
the dominant pole of the single CE stage. 

The pickup-coil preamplifier including its bias circuitry is 
depicted in Fig. 29. 

All collector currents are derived from a current mirror 
with two outputs. The emitter resistors RE reduce the noise 
contribution of this mirror. 

IX. SEMICUSTOM REALIZATION OF THE FRONT-END 

All the circuits presented in the foregoing sections have 
been integrated in two semicustom chips fabricated at the 
Delft Institute of Microelectronics and Submicrontechnology 
(DIMES). Experiment results proved the correct operation of 
the two high-pass filters, the low-pass filter, the microphone 
preamplifier, the envelope processor, the expander and the 
pickup-coil preamplifier. Only the offset filter did not function 
properly, due to a layout error. In order to test the total front- 
end, a breadboard version of the offset filter was realized, 
according to the same circuit diagram and using transistor 

iio- 

four-transistor amplifier --_-------_ I I 

irl?: 
I 

Imulti-pa th transistor 
Fig. 28. Circuit diagram of the pickup-coil preamplifier. 

Fig. 29. The pickup-coil preamplifier including its bias circuitry. 

arrays fabricated in the same process. This offset filter op- 
erated correctly. The measurement results are discussed in the 
following subsections. 

A. General Parameters 

l supply voltage (35°C): 1.05-1.9 V 
l current consumption (35°C): 120-175 PA 
l temperature range (1.3 V): -4O-+lOO”C 

B. Audio Parameters 

1. Input-output transfer: 
l iLjus = 100 pAjV 
2. Bandwidth and distortion: 
l bandwidth: from 70 Hz to 100 kHz (-3 dB) 
l distortion: <2.1% when input signal is between 14 and 

28 mVrms and < 1.8% when input signal is less than 14 
mVrms 

3. Microphone preamplifier: 
l input impedance. The measured input impedance 

amounts to 63 kR. The difference between this value 
and our design aim of 50 kR is due to the relatively low 
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value of the current gain factor /L?F of the vertical PNP 
transistors in the semicustom process, which is about 40. 
This is also confirmed by simulations. Simulation of the 
input impedance of the microphone preamplifier using 
the model of the lateral PNP transistors that will be used 
in the fullcustom version (PF M 200) of the front-end 
yields an input impedance of 52 kR, which is in good 
accordance with our design aim. 

l noise. The input referred noise was calculated by measur- 
ing the spectral density of the noise current at the output 
of the front-end, dividing this spectrum by the measured 
transfer function of the front-end and multiplying the 
result by a polynome to obtain an A-weighted result. 
The input referred noise of the front-end amounts to 2.4 
pvrnls. This is in accordance with simulations. When 
the input referred noise is simulated with lateral PNP 
transistors the result is 2.2 PV,,,, which is in good 
accordance with our design aim. As the rear-end of the 
hearing instrument operates in class-B, it is to be expected 
that its influence on the noise behavior of the total hearing 
instrument will not be noticeable. 

l max. input signal: 

a> 35 mVrms unweighted for frequencies higher than 
70 Hz 

b) 50 mVrms unweighted for frequencies lower than 
50 Hz 

4. Pickup-coil preampli$er: 
l transfer: 5.4-55 kR 
l input impedance (1 kHz): <400 R 
l output impedance (1 kHz): 4.0-4.7 kR 
l bandwidth: >lOO kHz 
l output noise (8 kHz): ~7.4 pV,,, 
l current consumption: <21 PA 
5. High-pass jilter: 
l order: 2 (real poles) 
l cutoff frequency: 100 Hz-l.5 kHz (linearly 

octaves) 
l stop-band attenuation: >43 dB 
6. Low-pass@lter: 
l order: 2 (Butterworth characteristic) 

adjustable in 

l cutoff frequency: 1.5-7.8 kHz (linearly adjustable in 
octaves) 

l stop-band attenuation: >27 dB 
7. AGC-I: 
l attack time: 3.5 ms 
l release time: 55 ms. The difference between this value 

and our design aim of 80 ms is again due to the relatively 
low value of the current gain factor PF of the vertical 
PNP transistors. This causes a large error in the input- 
output relation of the gm-compensated current mirror in 
the envelope processor, which, in turn, has a dominant 
effect on the release time. However, simulations of the 
front-end with lateral PNP transistors yields a release time 
of 81 ms. Hence it is expected that the release time of the 
fullcustom version of the front-end will be in accordance 
with our design aim. 

l knee level: 60 ,LLV,,,-~~ mVrms (linearly adjustable in 
dB’s) 

l compression ratio above knee level: 2 

X. FULL CUSTOM REALIZATION OF THE FRONT-END 

All the circuits, of both the front-end and the rear-end, have 
been realized on a single chip in a 2.5-pm BiCMOS process 
that contains vertical NPN’s and PNP’s as well as lateral 
PNP’s. Because of contractual obligations no measurement 
results can be given here, except the general remark that 
the first measurements indicate a better performance than the 
semicustom version of the chip, due to the above mentioned 
reason of the higher current gain of the PNP transistors. The 
chip area of the front-end amounts to 2.4 mm2. For the total 
IC, including its bond pads, the chip area is about 5.1 mm2. 

XI. CONCLUSION 

In this paper, the front-end of a universally applicable analog 
integrated circuit for hearing instruments has been presented, 
consisting of a microphone preamplifier, a pickup-coil pream- 
plifier, a second-order high-pass filter and a second-order 
low-pass filter, both with a controllable cutoff frequency, and 
an input-controlled automatic gain control with an adjustable 
knee level. By applying a compression/expansion system and 
operating all the circuits in the current domain as much as 
possible, all these functions can be implemented in a single 
IC, without the need for external components. The semicustom 
test chip demonstrates operation down to 1.05 V and a current 
consumption between 120 and 175 PA. The full-custom chip 
area in a 2.5-pm BiCMOS process (using only vertical NPN’s 
and lateral PNP’s) amounts to 2.4 mm2. 
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